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Adjustable 
headband to fit 
users head or 

helmet

Gas pressure
release valve

Easily twist on/off 
bezel switch while 
wearing fire gloves

CREE XP-G2

14hrs
80lm

Light coverage

70m0m

EX-HT80
PRODUCT CODE DIMENSIONS

NSEXHT80 (L)70x(W)60x(D)50mm

One Light mode

High 80lm

Waterproof up 
to 1m (IP67)

Long operation 
time 14hrs

110
g

Powered 
by 3x

Key features: 
•	 Intrinsically safe LED head torch for
	 use in Zone 0 hazardous areas 
•	 Durable impact resistant head torch 
•	 CREE XP-G2
•	 Waterproof up to 1m (IP67)
•	 Powered by 3x AAA Cell batteries
•	 Impact resistant up to 1m
•	 Easily twist on/off bezel switch while wearing fire gloves
•	 Approved to Zone 0 standard

UL CLASS I DIV 1&2 GRP ABCD  
CLASS II DIV 1&2 GRP EFG  
CLASS III
TEMP CODE: T4 IP67

ATEX GAS: II 1 G Ex ia IIC T4 GA 
MINE: I M1 Ex: la | Ma
DEMKO 15 ATEX 1546X

IECEx GAS: Ex ia IIC T4 GA 
MINE: Ex: la | Ma
IECEX UL 15.0086X

Reach Approved

RoHS Approved

CE Approved

EX-HT80 Certifications: 

EX-HT80
Zone 0 Head torch range

INTRINSICALLY SAFE 
LED HEAD TORCH FOR 

USE IN ZONE 0 
HAZARDOUS AREA

The Nightsearcher Atex Head torches are widely used by the emergency services and ideal for 
use in mining, petrochemical and gas industries.


